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NRA Series Nozzle Riser Assembly
NRA Nozzle Riser Assembly provides a convenient means of connecting a submersible 
pump to a single vertically mounted spray nozzle and includes a bypass valve for spray 
height adjustment.

Specification:
NRA Nozzle Riser Assembly, copper and brass construction with support base including 
holes for stainless steel anchors (by installer), water level dependent spray effect, male 
connection.

Material:  Machined brass and copper
Finish:  Natural brass and copper
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ENGINEERING DATA
MODEL # PUMP

INLET

NRA-075-CB 1-1/2" 3/4" 1'-4"

NRA-100-CB 1-1/2" 1"

NRA-150-CB 1-1/2" 1-1/2"

NRA-200-CB 1-1/2"
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1'-4"

BYPASS OUTLET & VALVE
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(4) PLACES1-1/2" PUMP HOSE & CLAMP

CONNECTION (BY INSTALLER)

1-1/2" PUMP HOSE & CLAMP
CONNECTION (BY INSTALLER)
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NOZZLE RISER (LENGTH & SIZE PER
NOZZLE REQUIREMENTS)

Model
Number

Pump 
Inlet

Nozzle 
NPT

Water 
Depth

NRA-075-CB 1½" ¾" 1'-4"

NRA-100-CB 1½" 1" 1'-4"

NRA-150-CB 1½" 1½" 1'-4"

NRA-200-CB 1½" 2" 1'-4"

TECHNICAL NOTES
1. TYPICAL WATER DEPTH SHOWN MAY 

VARY. CONTACT FOUNTAIN PEOPLE FOR 
SHALLOWER APPLICATIONS.
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